


Cooling & Heating System







2013 조달청 “40101712” 냉동기 제조사실확인서등록 Registered “40101712”cooler manufacturing Certificate

경기도 유망중소기업 인증 Promising Small&Medium Enterprise in Gyeonggi-do

경영 기술분야 표창 10754호 중소기업청장
Received a citation for management technolgy(No.10754) By small and medium 
business administration

2014 기술연구소 설립 Technical Laboratory Establish

2015 프론티어기업 인증 Obtained the Certification;Internet Trade Fronntier Business

수출유망중소기업 지정 Obtained the Certification;Export promising S&M

쉘앤판형 열교환기 특허출원(NO:10-1552092) Submitted an application for a patent(shell & plate type Heat exchanger

2016 실용신안등록(NO:20-0480661) Utility model registration(NO:20-0480661)

남양주 100대 명품기업 재인증 Certified as one of the top 100 quality companies in Namyangju-si(2016)

M/MP-Series 전품목 CE인증 Company Acquired the CE certificate(M/MP-Series)

히트펌프 자동운전 전환시스템 특허출원

(NO:10-1737980)
 Registerd a patent : HEAT PUMP automatic operation SYSTEM(NO:10-1737980)

2017 히트펌프 DH-70HB, DH-35HB, DH-05HG CE인증 Acquired the CE certificate HEATPUMP DH-70HB, DH-35HB, DH-05HG

신재생에너지설비 KS인증 Obtained the Certification ; KS Certi. of New and renewable energy facilities

특허등록_공기열-이원사이클 히트펌프 운전시스템

(제 10-1737980)
 Registerd a patent : HEAT PUMP automatic operation SYSTEM(NO:10-1737980)

ISO 9001:2015 & ISO 14001:2015 인증 획득 Certified for ISO 9001-2015 & iso 14001-2015

아주대학교 산학협력 가족회사 회원 인정
Obtained the Certification : A-ju University Industrial-Academic Cooperation family 
company

2019 품목별 원산지인증수출자 인증 Obtained the Certification ; Product-Specific Approved Exporter

글로벌 조달전문 기업 선정 Obtained the Certification ; Global Procurement Company

지역경제발전 유공 표창 (경기도청) Commendation for meritorious of Regional economic development (from Gyeonggi-do)

2020 청년친화 강소기업 선정 Obtained the Certification ; Youth-friendly Small  & Medium-sized enterprise

1995 <대호냉열기상사> 설립 Founded as <Daeho Refrigeration & Heating System>

1998 해수용 냉각기 개발/생산 Developed and produced seawater coolers

2003 산업용 냉각장치 개발 Developed industrial coolers

2004 <대호냉각기>로 상호변경 Changed the company name to <Daeho Cooler>

2005 공장이전(경기도 남양주시 진접읍) Relocated the factory

2006 ISO 품질인증(13055/06:ICR) Certified for ISO 9001(13055/06:ICR)

2007 냉각기 디자인 등록출원(30-0455983) Submitted an application for the design registration of a cooler(No.30-0455983:KIPO)

2008 연구개발전담부서 설립 Established a department exclusively for research

기술혁신형 중소기업(INNOBIZ) 선정 Development Designated as an INNOBIZ company

2009 법인전환 ㈜대호냉각기 Incorporated as Daeho Cooler Co.,Ltd.

벤처기업인증 Certified as a venture business(KIBO)

이중관열교환기접합방식 특허출원 Submitted an application for a patent:connection pipe for heat Exchanger(No.10-916233)

열교환기용 연결관 특허출원(NO:10-0957860) Submitted an application for a patent(bonding method for dual-pipe heat exchanger)

2010 신축공장 완공(경기 남양주시 화도읍 녹촌리) Relocated to a newly bulit factory

공기조화기열교환기 특허등록(NO:10-0957860) Registerd a patent : heat exchanger for air-conditioners(No.10-0957860)

냉동기 제조등록(3RT~200RT) Registered as cooler manufacturer(3-200RT)

2011 유럽표준규격 CE인증 Acquired the CE certificate

LG전자 납품업체 등록 Registerd as a supplier for LG Electronics

2012 삼성전기 납품업체 등록 Registered as a supplier for Samsung  Electro-Mechanics





M-1/MP-1 M-2/MP-2 M-3/MP-3 M-4/MP-4 M-5/MP-5 M-6/MP-6 M-7/MP-7 M-8/MP-8

압축기 출력 Compressor Output (Kw,(HP)) 0.09(1/8) 0.18(1/4) 0.25(1/3) 0.37(1/2) 0.75(1) 1.12(1.5)

냉각능력 Cooling Capacity (at 20℃,(Kcal/h)) 350 800 1,000 1,400 2,400 3,500

배관관경  
Port Size(A,(inch))

입/출구 Inlet/Outlet 15(1/2") 20(3/4")

드레인 Drain 15(1/2")

냉각매체 Cooling Medium
물, 부동액, 초순수물, 증류수 

Water, Antifreeze, D.I water, Distilled water

냉매 Refrigerant R-134a / R-404A R-22 / R-404A

무게 Weight(Kg) 31 37 38 43 47 76 83 115

펌프출력 Circulation Pump Output(W) 94 370

펌프 양정 Pump Head(M) 6 15

펌프 최대 유량 
Max. Pump Flow Rate(L/min)

8 30

설정표시방식 Display
디지털 자동온도제어식 LCD 모니터 

Digital Automatic Temperature Control

응축팬 Fan Motor(Φ/W) 150/4 200/6 225/9 200/9 250/16 300/100 350/100

탱크용량 Water Tank(L) 4 6 8 17 20 26

사이즈 Dimension(LxWxH) 405x390x400 640x350x410 405x335x730 640x440x410 420x340x790 600x485x755 550x470x930 700x535x930

총소비전력 
Total Power Consumption(Kw/h)

0.25 0.33 0.4 0.81 1.27 1.82

전원사양 Power(V) AC 1Φ 220V 50/60Hz



DH-2A DH-3A DH-5A DH-7.5A DH-10A DH-15A DH-20A DH-30A DH-40A DH-50A

압축기 출력  
Compressor Output (Kw,(HP))

1.5(2) 2.25(3) 3.75(5) 5.6(7.5) 7.5(10) 11.2(15) 15(20) 22.5(30) 30(40) 37.5(50)

냉각능력  
Cooling Capacity (at 20℃,(Kcal/h))

5,600 8,400 14,000 21,000 28,000 42,000 56,000 84,000 112,000 140,000

배관관경(입/출구)  
Port Size(Inlet/Outlet)(A,(inch))

25A(1”) 40A(1-1/2”) 50A(2”)

냉각매체 Cooling Medium
물, 부동액, 초순수물, 증류수 

Water, Antifreeze, D.I water, Distilled water

냉매 Refrigerant R-22 / R-404A / R-407C

무게 Weight(Kg) 160 200 250 310 410 580 700 900 1,100 1,600

펌프출력  
Circulation Pump Output(Kw)

0.75 1.85 3

펌프 양정 Pump Head(M) 35 28

펌프 유량 
Pump Flow Rate(L/min)

72 150 300

설정표시방식 Display
디지털 자동온도제어식 LCD 모니터 

Digital Automatic Temperature Control

안전장치 
For safety

저수위 알람, 고압/저압 알람, 가스누설감지, 전류과부하차단, 역상방지 및 전류 감지회로 내장, 
과냉/과열방지 T.C장착(옵션), 고온/저온경보 이상, 물흐름감지이상, 동파방지기능   

Low water level, High/Low pressure, Sense gas leaking, Overload, Phase detection,  
High/Low temperature, Anti Freeze, Water flow sensor

탱크용량 Water Tank(L) 35 45 100 100 135 250 350 600 700 700

사이즈 Dimension(LxWxH)
780x605 
x1,195

850x665 
x1,395

1,310x760 
x1,470

1,310x760 
x1,470

1,500x805 
x1,570

1,770 x900 
x1,752

2,070x1,000 
x1,752

2,930X1,000 
x1,803

3,230x1,100 
x1,973

3,770x1,100 
x2,190

총소비전력  
Total Power Consumption(Kw/h)

2.5 3.3 4.9 6.8 10.2 15 18 27 37 48

전원사양 Power(V)
AC 1Φ 220V 50/60Hz 
AC 3Φ 220/380/440V 

50/60Hz
AC 3Φ 220/380/440V 50/60Hz



DH-2AM DH-3AM DH-5AM DH-7.5AM DH-10AM DH-15AM DH-20AM DH-30AM DH-40AM DH-50AM

압축기 출력  
Compressor Output (Kw,(HP))

1.5(2) 2.25(3) 3.75(5) 5.6(7.5) 7.5(10) 11.25(15) 15(20) 22.5(30) 30(40) 37.5(50)

냉각능력  
Cooling Capacity (at 20℃,(Kcal/h))

5,600 8,400 14,000 21,000 28,000 42,000 56,000 84,000 112,000 140,000

배관관경(입/출구)  
Port Size(Inlet/Outlet)(A,(inch))

25A(1”) 40A(1-1/2”) 50A(2”)

냉각매체 Cooling Medium 물, 부동액, 초순수물, 증류수 Water, Antifreeze, D.I water, Distilled water

냉매 Refrigerant R-22 / R-404A / R-407C

무게 Weight(Kg) 110 150 250 290 430 530 680 830 930 1,100

펌프출력  
Circulation Pump Output(Kw)

0.75 1.85 3

펌프 양정 Pump Head(M) 35 28

펌프 유량 
Pump Flow Rate(L/min)

72 150 300

설정표시방식 Display
디지털 자동온도제어식 LCD 모니터 

Digital Automatic Temperature Control

안전장치 
For safety

저수위 알람, 고압/저압 알람, 가스누설감지, 전류과부하차단, 역상방지 및 전류 감지회로 내장 
과냉/과열방지T.C장착(옵션), 고온/저온경보 이상, 물흐름감지이상, 동파방지기능 

Low water level, High/Low pressure, Sense gas leaking, Overload, Phase detection,  
High/Low temperature, Anti Freeze, Water flow sensor

탱크용량 Water Tank(L) 55 55 110 140 170 250 300 450 550 650

실내기 사이즈 
Indoor Dimension(LxWxH)

780x605 
x1,085

780x605 
x1,085

850x665 
x1,275

1,310x760 
x1,350

1,310x760 
x1,350

1,500x800 
x1,450

1,745x900 
x550

1,980x950 
x1,775

1,980x985 
x1,775

1,981x950   
x1,773

실외기 사이즈 
Outdoor Dimension(LxWxH)

700x407 
x520

700x470 
x990

925x855 
x1023

1,346x800 
x712

1,576x900 
x810

1,576x943 
x910

2,226x904 
x910

2,706x1,116 
x915

3,297x1,082
x915

3,297x1,082
x915

총소비전력 
Total Power Consumption(Kw/h)

2.5 3.3 4.9 6.8 10.2 15 18 27 37 48

전원사양 Power(V) AC 3Φ 220/380/440V 50/60Hz



DH-2W DH-3W DH-5W DH-7.5W DH-10W DH-15W DH-20W DH-30W DH-40W DH-50W

압축기 출력  
Compressor Output (Kw,(HP))

1.5(2) 2.25(3) 3.75(5) 5.6(7.5) 7.5(10) 11.2(15) 15(20) 22.5(30) 30(40) 37.5(50)

냉각능력 
Cooling Capacity (at 20℃,(Kcal/h))

5,600 8,400 14,000 21,000 28,000 42,000 56,000 84,000 112,000 140,000

배관관경(입/출구) 
Port Size(Inlet/Outlet)(A,(inch))

25A(1”) 40A(1-1/2”) 50A(2”)

냉각수 배관 관경 
Cooling Water Port Size(A,(inch))

25A(2”) 32A 
(1-1/4”) 40A(1-1/2”) 50A(2”) 65A(2-1/2”)

냉각매체 Cooling Medium 물, 부동액, 초순수물, 증류수 Water, Antifreeze, D.I water, Distilled water

냉매 Refrigerant R-22(R-407C)

무게 Weight(Kg) 110 150 250 290 430 530 680 830 930 1,100

펌프출력 
Circulation Pump Output(Kw)

0.75 1.85 3

펌프 양정 Pump Head(M) 35 28

펌프 유량 Pump Flow Rate(L/min) 72 150 300

설정표시방식 Display
디지털 자동온도제어식 LCD 모니터 

Digital Automatic Temperature Control

안전장치 
For safety

저수위 알람, 고압/저압 알람, 가스누설감지, 전류과부하차단, 역상방지 및 전류 감지회로 내장 
과냉/과열방지T.C장착(옵션), 고온/저온경보 이상, 물흐름감지이상, 동파방지기능   

Low water level, High/Low pressure, Sense gas leaking, Overload, Phase detection,  
High/Low temperature, Anti Freeze, Water flow sensor

탱크용량 Water Tank(L) 55 55 110 140 170 250 300 450 550 650

사이즈 Dimension (LxWxH)
780x605 
x1,080

780x605 
x1,080

850x665 
x1,280

1,310x760 
x1,350

1,310x760 
x1,350

1,500x800 
x1,450

1,745x900 
x1,550

1,980x950 
x1,773

1,980x950 
x1,773

2,230x950 
x1,773

총소비전력 
Total Power Consumption(Kw/h)

2.3 3 4.6 6.5 9.5 14 17 25 34 47

전원사양 Power(V)
AC 1Φ 220V 50/60Hz 
AC 3Φ 220/380/440V 

50/60Hz
AC 3Φ 220/380/440V 50/60Hz



DH-5AMS DH-7.5AMS DH-10AMS DH-15AMS DH-20AMS

압축기 출력 
Compressor Output (Kw,(HP))

3.75(5) 5.6(7.5) 7.5(10) 11.25(15) 15(20)

냉각능력 
Cooling Capacity (at 20℃,(Kcal/h))

12,000 18,000 25,000 37,000 50,000

배관관경(입/출구) 
Port Size(Inlet/Outlet)(A,(inch))

32A(1-1/4”) 40A(1-1/2”) 50A(2”)

냉각매체 
Cooling Medium

청수 Clean Water

냉매 
Refrigerant

R-22 / R-404A / R-407C

펌프출력 
Circulation Pump Output(Kw)

NONE

증발기 
Evaporator

Shell and tube type(STS 304)

설정표시방식 
Display

디지털 자동온도제어식 LCD 모니터 
Digital Automatic Temperature Control

탱크용량 
Water Tank(L)

NONE

실내기 사이즈 
Indoor Dimension(LxWxH)

1,000x600x750 1,350x750x750 1,350x750x750 1,600x900x900 2,070x900x900

실외기 사이즈 
Outdoor Dimension(LxWxH)

925X950X1,775 925X855X1,023 1,576X900X810 1,756X943X910 2,226X904X910

총소비전력 
Total Power Consumption(Kw/h)

4.15 6.35 8.3 12.25 16.5

전원사양 
Power(V)

AC 3Φ 220/380/440V 50/60Hz



DH-1AL DH-2AL DH-3AL DH-5AL DH-7.5AL DH-10AL

압축기 출력 
Compressor Output (Kw,(HP))

0.75(1) 1.5(2) 2.25(3) 3.75(5) 5.6(7.5) 7.5(10)

냉각능력 
Cooling Capacity (at 20℃,(Kcal/h))

3,000 6,000 9,000 15,000 22,500 30,000

무게 
Weight(Kg)

100 150 190 230 250 350

펌프출력 
Circulation Pump Output(Kw)

0.2 0.75 1.5

펌프 최대 유량 
Max. Pump Flow Rate(ℓ/min)

8.1 35.6 50

모터 최대 압력 
Max. Motor Pressure Output(MPa)

0.5 0.6 0.4

증발기 
Evaporator

Plate-type heat exchanger

냉매 
Refrigerant

R-22 / R-404A / R-407C

안전장치 
For safety

고압/저압 알람, 가스누설감지, 전류과부하차단,  
역상방지 및 전류 감지회로 내장, 고온/저온경보 이상   

High/Low pressure, Sense gas leaking, Overload,  
Phase detection, High/Low temperature

사이즈 
Dimension(LxWxH)

550x470 
x930

780x605 
x1,195

850x665 
x1,395

1,310x760 
x1,470

1,500x805 
x1,590

1,500x805 
x1,570

총소비전력 
Total Power Consumption(Kw/h)

1.23 2.35 3.57 5.45 7.52 11.65

전원사양 
Power(V)

AC1Φ220V 
50/60Hz

AC1Φ220V 50/60Hz 
AC3Φ220/380/440V 50/60Hz AC3Φ220/380/440V 50/60Hz



DHS-50B DHS-60B DHS-70B DHS-80B DHS-90B

호칭출력 Refrigerator Capacity(HP/Kw) 50HP(38Kw) 60HP(44Kw) 70HP(52Kw) 80HP(60Kw) 90HP(66Kw)

법정냉동톤 Refrigeration Ton(RT) 19.41 24.12 28 32.23 36.58

전원 Power
주전원 Main 3PH 380V 60Hz

제어전원 Control 1PH 220V 60Hz

사용냉매 Refrigerant R-22(R-134a, R407C)

냉동능력  
Cooling  Capacity 

(Kcal/h)   
(CT 45℃)

ET(℃)

5℃ 142,096 178,302 207,419 240,095 289,154

0℃ 118,259 148,414 172,969 200,425 242,742

-5℃ 97,361 122,216 142,661 165,499 201,691

-10℃ 79,116 99,347 116,054 134,803 165,372

압축기  
Compressor

형명 Type CSH6553-50-35P CSH6563-60-35P CSH7553-70-35P CSH7563-80-35P CSH7573-90-35P

토출량 Discharge Rate(CMH) 165 205 238 274 311

최대운전출력 Max. Output 265/498 326/615 366/612 442/738 534/866

최대운전전류 Max. Running Current 105 131 155 175 197

기동방식 Start-up Method Part-Winding

오일종류 Oil Type B 320 SH

오일량 Oil Quantity 8L 14L

오일주입방식 Oil Injection Type 차압식 급유 Differential Pressure Feed Oil

용량제어범위 Capacity Control Range 100-25 or 100/75/50/25

응축기  
Condenser

형식 Type Shell & Tube Type

냉수온도 Cooling Water Temp. 입구(In) : 32℃, 출구(Out) : 37℃

냉각수량 Cooling Water Quantity(ℓ) 327 408 476 552 629

보호장치 Safety Device
역상/상불균형보호장치, 모터 및 토출가스 과열방지장치, 오일플로우스위치, 오일레벨스위치, EOCR, 가용전 option 
Phase Controller, Motor Protection Device, Oil Flow Switch, Oil Level Switch, EOCR, Safety Valve option

기타구성 Other Component
수액기, 코아드라이어, 액면계,  중간밸브, 압력게이지, 전자밸브, 액분리기   

Receiver Tank, Core Drier, Sight Glass, Bracket Valve, Pressure Gauge, Solencid Valve, Accumulator

증발기 
Evaporator

형식 Type Shell & Tube Type

냉매제어 Refrigerant Control 온도식 팽창밸브 Thermostatic Expansion Valve

냉수온도 Cooling Water Temp. 입구(In) : 12℃, 출구(Out) : 7℃

냉수량 Cooling Water Quantity(ℓ) 257 323 378 437 501

DHS-30F DHS-40F DHS-50F DHS-60F DHS-80F DHS-100F

호칭출력 Refrigerator Capacity(HP/Kw) 30HP(22Kw) 40HP(30Kw) 50HP(37Kw) 60HP(44Kw) 80HP(60Kw) 100HP(75Kw)

법정냉동톤 Refrigeration Ton(RT) 14.35 19.41 24.7 31.05 41.1 51.04

전원 Power
주전원 Main 3PH 380V 60Hz

제어전원 Control 1PH 220V 60Hz

사용냉매 Refrigerant R-22(R-134a, R407C)

냉동능력 
Cooling  
Capacity 
(Kcal/h) 

(CT 45℃)

ET(℃)

5℃ 92,794 135,192 166,840 188,512 265,998 337,636

0℃ 78,518 113,692 140,352 160,304 223,686 283,972

-5℃ 65,790 94,342 116,358 133,988 185,502 235,468

-10℃ 54,352 76,970 94,858 109,736 151,188 191,952

압축기 
Compressor

형명 Type SR-1UH BSR213-HB BSR216-HB SR-3H BSR314-HB BSR321-HB

토출량 Discharge Rate(CMH) 122 168 206 264 322 402

최대운전출력 Max. Output 167/533 167/533 182/582 297/900 297/900 345/1094

최대운전전류 Max. Running Current 82 93 111 148 171 213

기동방식 Start-up Method Y-△ 방식

오일종류 Oil Type SUNISO 4GS

오일량 Oil Quantity 9L 11L 13L 17L

오일주입방식 Oil Injection Type 차압식 급유 Differential Pressure Feed Oil

용량제어범위 Capacity Control Range 100-25 or 100/75/50/25

응축기 
Condenser

형식 Type Shell & Tube Type

냉수온도 Cooling Water Temp. 입구(In) : 32℃, 출구(Out) : 37℃

냉각수량 Cooling Water Quantity(ℓ) 244 323 392 497 619 862

보호장치 Safety Device
역상/상불균형보호장치, 모터 및 토출가스 과열방지장치, 오일플로우스위치, 오일레벨스위치, EOCR, 가용전 option   
Phase Controller, Motor Protection Device, Oil Flow Switch, Oil Level Switch, EOCR, Safety Valve option

기타구성 Other Component
수액기, 코아드라이어, 액면계,  중간밸브, 압력게이지, 전자밸브, 인젝션, 액분리기 

Receiver Tank, Core Drier, Sight Glass, Bracket Valve, Pressure Gauge, Solencid Valve, Injection, Accumulator

접속관경  
Port size

가스입구 Gas In("/mm) 2-5/8"(66.68) 3-1/8"(79.68) 4-1/8"(104.78)

액출구 Out("/mm) 7/8"(22.22) 1-1/8"(28.58) 1-3/8"(34.92) 1-5/8"(41.28)

증발기 
Evaporator

형식 Type Shell & Tube Type

냉매제어 Refrigerant Control 온도식 팽창밸브  Thermostatic Expansion Valve

냉수온도 Cooling Water Temp. 입구(In) : 12℃, 출구(Out) : 7℃

냉수량 Cooling Water Quantity(ℓ) 186 244 298 377 472 657

냉수관경 Cooling Water Size(mm) 80 100 125



DHI-075 DHI-100 DHI150 DHI-200 DHI-300

압축기 출력 Compressor Output (Kw,(HP)) 0.56(3/4) 0.75(1) 1.13(1.5) 1.5(2) 2.25(3)

냉각능력 Cooling Capacity (at 20℃,(Kcal/h)) 1,200 2,500 3,750 4,500 7,500

배관관경 Port Size(mm) 25 32

사이즈 Dimension(LxWxH) 350x750x520 470x700x520 470x700x990

총소비전력 Total Power Consumption(Kw/h) 0.8 1 1.6 1.85 2.4

전원사양 Power(V) AC1Φ220V 50/60Hz AC1Φ220V 50/60Hz 
AC3Φ220/380/440V 50/60Hz

For water DHMW-30 DHMW-60 DHMW-90 DHMW-120 DHMW-150

For Oil DHMO-30 DHMO-60 DHMO-90 DHMO-120 DHMO-150

매체  
Medium

For water 청수 Clean Water

For Oil 써미야 오일 Thermia oil

냉각방식  
Cooling Method

For water 직/간접 냉각방식 Direct/indirect cooling method

For Oil 간접 냉각방식 Indirect cooling method

온도제어범위  
Temperature regulation range

For water 급수온도 Feed water temperature ~ Max. 130℃

For Oil 40℃ ~ Max. 150℃

히터 Heater(Kw) 4 6 9 12 15

펌프  
Pump

Seal type 메카니컬 씰 Mechanical seal

out put(Kw) 0.7 1.2 1.5 1.7 2

Max. flow(ℓ/min) 40 70 120 150 220

탱크용량  
Tank capacity

For water(ℓ) 5 8 12 15

For Oil(ℓ) 2.5 5

보고탱크  
Aux. tank

For water(ℓ) 2.5 5

For Oil(ℓ) 5 8 12 15

냉각 Cooler(A) 15 20 25

온도설정표시 Temperature control PID control

배관  
Pipes

Out for medium(A) 15 20 25 32 40

Reduction in medium(A) 15 20 25 32 40

Inlet for coolant(A) 10 15 20

Outlet for coolant(A) 10 15 20

Water discharge(A) 15

총소비전력 Total Power Consumption(Kw/h) 5 7.75 10.5 14 17

사이즈 Dimension(LxWxH) 640x280x530 700x340x630 730x340x630 835x340x630 880x470x680

전원사양 Power(V) AC3Φ220/380V 50/60Hz



20실 
20 Rooms

25실 
25 Rooms

40실 
40 Rooms

20실 
20 Rooms

10실 
10 Rooms

5실 
5 Rooms

숙박시설 
Accommodation

히트펌프 Heat Pump Model DH-15HC×1set DH-20HC×1set DH-30HC×1set DH-20HB×1set DH-10HB×1set DH-05HG×1set

냉/난방면적(坪) 
Area of heating & cooling 150 200 300 150 75 40

냉/난방면적(㎡) 
Area of heating & cooling 495 660 990 495 245 132

냉/난방수탱크   
Tank of Heating&Cooling(Ton) 7 10 15 5 3 2

급탕용 
Hot water supply Model DH-15HC×1set DH-20HC×1set DH-30HC×1set DH-20HB×1set DH-10HB×1set DH-05HG×1set

100명 이하
Under 100 Person

150명 이하
Under 150 Person

250명 이하
Under 250 Person

목욕·사우나 Bath · sauna

히트펌프(이원형) 
Heat Pump (Binary Cycle) DH-15HC×1set DH-20HC×1set DH-30HC×1set

축열탱크 
Storage Tank(Ton) 15 20 30

DHS-20 DHS-10

농가 
Farm-house

하우스 평수
Area of farm house 120~140 60~70

축열탱크 
Storage Tank(Ton) 10 5

DHB-15 DHB-20 DHB-30 DHS-20 DHS-10 DH-05HG

성능  
Performance

기계형식 Type 이원 Binary-Cycle
농가시설형 

Fam-house facilities
지열 

Geothermy-Cycle

난방능력 Heating capacity(Kcal/h) 60,000 77,000 110,000 60,000 30,000 19,800

축열탱크온도 Heat storage tank temp(℃) 70-75 55-60

기계출수온도 Water outlet  temp(℃) 75-80 60-65

온수유량 Hot water Flow rate(Kg/min) 165 220 330 200 100 58

냉방능력 Cooling capacity(Kcal/h) 42,000 56,000 70,000 56,000 28,000 21,500

압축기  
Compressor

형식 Compressor type Scroll

난방소비전력 Heating power consumption(Kw/h) 30 40 55 20 10 6.3

냉방소비전력 Cooling power consumption(Kw/h) 15 20 25 20 10 5.7

송풍기  
Fan motor

규격 Standard(Φ×KW×P×EA) 700×0.75×6×2 600×0.4×6×3 750×0.75×8×3 600×0.4×6×3 600×0.4×6×2 **

풍량 CMM 400 500 750 500 300 **

수배관  
Water pipe

IN / OUT 40A 50A 65A 50A 32A 25A

외형치수 
Dimension

L×W×H(mm)
2,070×1,000 

×1,775
2,630×900 

×1,775
3,230×1,100 

×2,055
2,630×900 

×1,775
1,770×900 

×1,720
605×780 

×875

사용냉매 Refrigerant R134A/R410a R-407c R-410a

냉매제어(팽창밸브형식) 
Control of refrigerant(expansion valve type)

전자식 electronic

안전장치 
For safety

역상감지, 과전류계전기, 고저압스위치, 압축기과열보호, 동파방지보호, 플로우스위치  
negative-phase detection, over current relay, High & Low pressure switch,  

protection of compressor overheat, Freeze protection, Flow switch

주전원 Main
3상 4선식 380V 60Hz 
3PH 4-wire 380V/60Hz



대호-히트펌프 
Daeho-Heatpump(Kw)

전기-Boiler 
Electric-Boiler(Kw)

도시가스-Boiler 
City Gas-Boiler(N㎥)

LPG-Boiler(Kg) 벙커유-Boiler 
Bunker-Boiler(ℓ)

소요열량(Kcal/일) Carbric Requirement(Kcal/1day) 1,155,000

단위 발열량(Kcal) Unit Heating Valve(Kcal) 2,000 860 9,420 11,050 9,360

1일 연료사용량 Daily Fuel Usage 578 1,343 123 105 123

연료단가(원) Fuel Price(won.kr) 100 100 950 1,370 1,100

1일 운전비용(원) Daily Operation Cost(won.kr) 57,750 134,302 116,481 143,199 135,737

월간 운전비용(원) Monthly Operation Cost(won.kr) 1,732,500 4,029,070 3,494,427 4,295,973 4,072,115

월간 절감액(원) Monthly Saving Cost(won.kr) - 2,296,570 1,761,927 2,563,473 2,339,615

월간 절감비율(%) Monthly Saving Ratio(%) 0% 57% 50% 60% 57%








